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STEP 3

100% CUSTOM MADE DESIGN MADE BY CDL ($200 USD EXTRA) 
Do	you	have	something	specific	in	mind?	Let	CDL’s	qualified	Graphic	Designer	Service	create	your	custom	labels	
according	to	your	needs.	For	this	option,	please	clearly	indicate	your	instructions.

FRONT
	 Add	your	logo

	 	For	 optimal	 printing	 quality,	 you	 must	 provide	 your	 logo	 in	 vector	
format	 (.ai).	A	high	definition	 image	of	 your	 logo	on	a	 transparent	
background	 (.psd	 or	 .png)	 can	 also	 be	 used.	 In	 this	 case,	 the	
dimensions	 of	 your	 image	 must	 be	 at	 least	 3”	 x	 2”	 and	 have	 a	
minimum	resolution	of	300	DPI	in	CMYK	color	mode.

	 No	logo?		We	can	write	the	name	of	your	choice.

	 Other	text	to	include:	(ex:	100%	pure	Maple	Syrup)

	 Add	a	background	image	:

BACK
	 Logo	or	name	(like	the	front	label)

	 Address:

	 Website:

	 Nutrition	facts	table	(recommanded)

	 Barcode	(UPC-A)	-	You	need	to	provide	your	code	number

	 Other	text	to	include:

	 Add	a	background	image	:

Please check the desired options.

SKETCH YOUR LABEL 
DESIGN BELOW

Please	send	the	needed	files	to	design	out	your	labels	by	email	to	:	
samara.jacobs@cdlusa.net

mailto:samara.jacobs@cdlusa.net
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Write down your instructions below to facilitate the creation of your labels:

STEP 3 - CONTINUED

Client’s	signature	 	 Date

*	Proofs	must	be	approved	by	the	customer	before	proceeding	with	the	order.	The	customer	is	responsible	for	approvals	and	copyrighted,	trademarked,	and	licensed	agreements	of	submitted	files.	It	is	
the	customer’s	responsibility	to	check	the	spelling,	grammar,	layout	and	design	before	approving	artwork.	If	an	approved	proof	contains	errors,	the	customer	is	solely	responsible	for	all	costs,	including	
corrections	and	reprints	if	necessary.

•	 Please	send	required	files	by	email	to:		
samara.jacobs@cdlusa.net

•	 CDL	will	send	you	a	first	electronic	version	of	the	
different	visuals.	If	a	modification	is	necessary,	
it	 must	 be	 done	 at	 this	 stage.	 Following	 your	
approval,	CDL	will	send	the	files	to	the	printer.

•	 After	 printer’s	 prepress	 adjustment,	 CDL	 will	
send	you	a	final	proof	in	PDF	format.	You	must	
approve,	sign	the	pdf	and	return	it	to	CDL.

•	 It	 is	only	 from	 the	moment	 that	 signed	proofs	
are	received	at	CDL	that	production	times	will	
start*.

SENDING FILES AND PRINTING PROCEDURE

mailto:samara.jacobs@cdlusa.net



